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TUNGSTENS




TUNGSTENS

oniated Tung
, 2.4mm and 3

~ The TIG Tungsten electrode
. \ (3T Rare Earth) and

Availab

FEATURES

3T RARE EARTH

e  Suitable for AC & DC TIG Welding

e  Excellent ignition characteristics and
consistent welding properties

e |ong service life compared to thoriated
electrodes

e Non radioactive to improve health and

safety for operator and environment

ZIRCONIATED
S+ Suitable for AC TIG Welding
e For Aluminium& Magnesium Alloys
e  Retains a balled tip and high resistance

to contamination

.

ORDERING INFORMATION

Tungsten Electrode Range -

R TR

PARTNO.  DIAMETER LENGTH SUITS ary :
699861 1.6mm 175mm AC/DC 10 h
BACK CAP —— 699862 2.4mm 175mm AC/DC 10
' 699863 3.2mm 175mm AC/DC 10
B 699859 1.6mm 175mm AC/DC 2
¢ 699860 24mm 175mm AC/DC 2
TIGTORCH —
-

PARTNO.  DIAMETER LENGTH SUITS ary |
couer —— I 699866 1.6mm 175mm AC 10 |
j' 699867 2.4mm 175mm AC 10
— 699868 3.2mm 175mm AC 10

699864 L6mm 175mm AC 2
699865 2.4mm 175mm AC 2
CeRAc — “— ELECTRODE

< CIGWELD Pty Ltd An ESAB Brand 71 Gower Street, Preston VIC 3072 Australia

ESAB ° Customer Care: Tel: 1300 654 674 Fax: 03 9474 7391 | Email: enquiries@cigweld.com.au
y 4 International Enquiries: Tel: +61 3 9474 7508 Fax: +61 3 9474 7488

In the interest of continuous improvements, CIGWELD Pty Ltd
ABN 56 007 226 815 (An ESAB Brand) reserves the right to change
specifications or design on any of its products without prior notice.




