ARISTO 500iX PLANT WITH 3004
FEEDER U82 AIR COOLED

Aristo® 500 ix Power Source
Includes: Aristo 3004W MO, Aristo Pendant U82 Plus inc. holder, 3004/Robust

P/N: W1009640

Feed Trolley, PSF415 3m Euro, Con. Set AA 10m Can 70mm2 10p,
Reg Comet 250 Arg 45lpm 2ga, Kit Conn 5/8unrh-5mm Hose

ARISTO 500iX PLANT WITH 3004
FEEDER U82 WATER COOLED

Aristo® 500 ix Power Source

Aristo 3004W MO, Aristo Pendant U82 Plus inc. holder, 3004/Robust Feed
Trolley, Water Cooler, PSF415 3m Euro, Con. Set AA 10m Can 70mm2 10p,
Reg Comet 250 Arg 45Ipm 2ga, Kit Conn 5/8unrh-5mm Hose

ARISTO 500iX PLANT WITH
ROBUST FEED U6 AIR COOLED

Aristo® 500 ix Power Source

P e

P/N: W1009740

Robust Feed U6, Robust Feed Trolley, PSF415 3m Euro, Con. Set AA 10m
Can 70mm2 10p, Interconn Strain Relief Reg Comet 250 Arg 45lpm 2ga,

Kit Conn 5/8unrh-5mm Hose
Aristo 500ix Power Source

0446200882

P/N: W1009730

TECHNICAL DATA, ARISTO® 500iX

Mains Voltage
Fuse Slow

Welding Output GMAW
(MIG/MAG)

Welding Output SMAW (Stick)

Welding Output SMAW (TIG)

Setting Range GMAW
(MIG/MAG)

Setting Range SMAW (MMA)
Setting Range GTAW (TIG)
Open Circuit Voltage

Open Circuit Voltage

VRD Activated

Efficiency at Max Current
Power Factor at Max Current

Minimum Three Phase
Generator Recommendation

Dimensions L x W x H
Weight

Operating Temperature
Enclosure Class
Insulation Class
Application class
Standards

380 -460 V £10%, 3ph, 50/60 Hz
32A

500 A /39 V at 60% Duty Cycle
400 A /34 V at 100% Duty Cycle

500 A /40 V at 60% Duty Cycle
400 A / 36 V at 100% Duty Cycle

500 A / 30 V at 60% Duty Cycle
400 A / 26 V at 100% Duty Cycle

16 A/148V-500A/39V

16 A/20.6V-500A/40V
5A/10.2V-500A/30V
58V

88%
0.91

30kVA 9 (at 0.8 Power Factor)

712 x 325 x 470 mm
58.5 kg

-20°C to +40°C

IP 23

H

S

CE

For complete list of wire feeder accessories and interconnection cables please

see separa

or instruction manuals.

with push-pull has support for remote control and

mechanisation with Miggytrac/Railtrac.

# Not for use with Robust Feed. Counterbalance Arm requires Trolley
0349313450/0460565880 and Stabiliser kit 0465509880,
" Extension Kit required.when Wire Feeder Wheel Kit is-.used in combination

with-Trolley.

~—~To fit Robust Feed or existing Warrior Trolley 0465510880

~——*\With-dual-circuit coeling systerm for-less heat, better wire feedability and fewer
~productionstops.to change Wear-parts,

-« Noter AH accessories are avallable. but may-nof be stocked items.

'Tei: 1300654 5?4-

Email enquiries@tigweld.com.au
CIGWELD.COM.AU- | ESAB.COM

In the interest of continuous improvements, CIGWELD Pty Ltd ABN 56 007 226 815 (An ESAB Brand)
reserves the right lo change specifications or design on any of its products without prior notice.

ACCESSORIES

COOL 2 Cooling Unit
Coolant 10 Litre

Trolley (Robust Feed/Warrior Feed/

Aristo Feed)
Trolley Retrofit Kit Robust Feed
Guide Pin Extension Kit **

Counterbalance Arm "

P/N
0465427880
0007810012

0349313450
0349313100

0465508880
0458705880

Stabiliser kit for Counterbalance Arm 0465509880

Robust Feed Wheel Kit
Torch Strain Relief Robust Feed

Tweco No 4 Connection Kit
Robust Feed

Quick Connector Marathon Pack
Interconnection Strain Relief

" Robust Feed U6

Interconnection Cables
70mm2, 1.7m

Interconnection Cables
70mm2, 10.0m

Interconnection Cables
70mm2, 15.0m

0446081880
0446082881

0446120882
F102440880

0446050881
Gas-Cooled Water-Cooled
0459528780 0459528790

Gas-Cooled Water-Cooled
0459528782 0459528792

Gas-Cooled Water-Cooled
0459528783 0459528793

WIRE FEEDER & CONTRO
Feeders

Robust Feed Pulse (incl. gasflow
meter, heater, MMA outlet)
Water-cooled Euro

Robust Feed U

(incl. gasflow meter, heater,
MMA outlet) Water-cooled Euro
Aristo Feed 3004, U6 Encl.

10 pole

Interconnection Strain Relief
Robust Feed U6

Aristo U82 Control Panel

Aristo U82Plus complete
incl. Holder

U82 Control cable
extension 7.5m

L PANEL

Gas-cooled  Water-cooled
P/N P/N

- 0445800891

0460526886 0460526896

0446050881

0460820881

0460877891

COOL 2 COOLING UNIT

Supply Voltage
Cooling Power
Coolant Volume

Max Flow

Max Pressure
Dimensions L x W x H
Weight

Weight with coolant

40 VAC

1kw

4.51

1.8//min

4.6 bar

680 x 330 x 230mm

15kg (Empty)
19.5kg

MIG TORCHES WITH EURO CONNECTION

3.0m
P/N

PSF 415
PSF 515
PSF 420W
PSF 520W~

0700025040
0700025050
0700025060
0700025070

TWECO

4m
P/N

0700025041
0700025051
0700025061
0700025071




